24" Pyramid Canopy Chimney Hood

300 Series — Stainless Steel HCP34E52UC

HCP34E52UC
Stainless Steel

Enjoy style, quiet
efficiency, & function
with the first 24" ENERGY
STAR® chimney wall hood,
ideal for small spaces.

Features & Benefits

ENERGY STAR® Certified,
efficient chimney wall
hood.

Three speed power level
options to suit your
cooking style and recipes.

LCD touch display provide
controls that are easy to
use and read.

Dishwasher safe mesh
filters makes cleaning and
maintenance easy.

Non-ducted recirculation
possible with separate
accessory Kkit.

General Properties

Operating mode Convertible:
ducted /
recirculating

Maximum CFM (blower) 300 CFM

Number of speed 3-stage

settings

Motor location

Integrated motor
in hood chimney

Number of lights

2

Bulb type LED

Light lumens 500

Light color 2700-3000 K
Total power of the lamps 13 W
Damper included Yes

Grease filter material Aluminum

Grease filter type

Technical Details

Multilayer cassette

Watts 161 W
Volts 120V
Frequency 60 Hz
Plug type No plug

ENERGY STAR!

@)

Bosch HCP34E52UC is the first 24" chimney wall hood certified as ENERGY STAR®. (2017, February 17).
Sourced from https://www.energystar.gov/productfinder/product/certified-ventilating-fans

BOSCH

Dimensions & Weight

Overall appliance 24 9/16"-387/8" /
dimensions (width 28 1/4"-42 9/16" x
of canopy included) 24" x 19 11/16"
(HXxWxD)

Height of the chimney

19 9/16"-33 7/8" /
23 1/4"-42 9/16"

Min. 24" electric /
Min. 27" gas

Minimum distance
above cooktop / range
cooking surface

Diameter of air duct top 8"
Net weight 49 |bs

Accessories — Optional

HCPEXT5UC
Chimney extension for
9-12 ft. ceilings

HCIFILTUC
Filter kit

HCREC5UC
Recirculation kit

Accessories: To purchase Bosch accessories, cleaners & parts please visit www.bosch-home.com/us/store or call 1-800-944-2904 (Mon to Fri 5 am to 6 pm PST, Sat 6 am to 3 pm PST).
Notes: All height, width and depth dimensions are shown in inches. BSH reserves the absolute and unrestricted right to change product materials and specifications, at any time, without

notice. Consult the product’s installation instructions for final dimensional data and other details prior to making cutout.

Warranties: Please see Use & Care manual or Bosch website for statement of limited warranty.
For more information on our entire line of products, go to www.bosch-home.com/us or call 1-800-944-2904
© BSH Home Appliances Corporation. All rights reserved. Bosch is a registered trademark of Robert Bosch GmbH.
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24" Pyramid Canopy Chimney Hood BOSCH

300 Series — Stainless Steel HCP34E52UC

HVI Performance Values

Pressure (in. H20) Power (W) CFM Sones
High Working High Working High Working High Working
Exhaust Duct Size Speed Speed Speed Speed Speed Speed Speed Speed
Vertical 8" 0.1 0.1 161 33 310 120 55 1.3
Installation Details
dia. 77/8"
(dia. 200

*28/4"-42%16"
(718-1081) ~
** 249%016"-387/g"  10%/4"
(625-988) (273)

* Recirculating installation
** |Installation with exhaust air duct

20%/g"
(524)

/" Installation height above cooking surface:
Min. 24" (610 mm) for electric
24" Min. 27" (686 mm) for gas
19"/16

"\'/ (609)
(500) measurements in inches (mm)

- ----=-——m——————

A Lower flue duct
B Upper flue duct

Accessories: To purchase Bosch accessories, cleaners & parts please visit www.bosch-home.com/us/store or call 1-800-944-2904 (Mon to Fri 5 am to 6 pm PST, Sat 6 am to 3 pm PST).

Notes: All height, width and depth dimensions are shown in inches. BSH reserves the absolute and unrestricted right to change product materials and specifications, at any time, without
notice. Consult the product’s installation instructions for final dimensional data and other details prior to making cutout.

Warranties: Please see Use & Care manual or Bosch website for statement of limited warranty.
For more information on our entire line of products, go to www.bosch-home.com/us or call 1-800-944-2904
© BSH Home Appliances Corporation. All rights reserved. Bosch is a registered trademark of Robert Bosch GmbH. 9/26
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